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FPK Downflow Bench 

• Bench integrated 
with dust and fume 
extraction system 

• Designed for seated 
work 

• 5 Standard Sizes 
• Wide range of  
 filtration options 
• 2mm steel 
• Fully welded 
• Powder coated 

Key Features 

The heavy duty  FPK range comprises 5 downflow benches  
designed for comfortable seated work with knee-space. 
 
FPK Benches are designed for higher surface loadings but also  
ideal for applications requiring customisation or additional fittings, 
for example customer-specific mounting attachments. 
 
FPK models can be supplied with a wide range of alternative filter 
configurations to suit different fume and dust extraction  
applications. 
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Benefits. 
 
 
Easy filter access. Simple access to filters via perforated top 
allows for easy maintenance and fast filter changes. 
Ranging from a simple on/off switch on a single unit, to 
timed run or centrally controlled daisy chained systems for 
multiple installations. 
Speed control is available as a simple option. Every unit is    
fitted with filter condition monitoring via a pressure loss 
gauge. 
The FPK range features a ventilated area of 2/3 of the top 
surface; meaning you can work anywhere on the front region 
of the bench and still have effective extraction. 
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FPK Technical Specifications 
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 Ventilated area  Power Volume Overall  

Model Width A Depth B Height C Width D Depth E Kw @100Pa 

V400-FPK066084 674 660 840 610 356 0.36 750 

V400-FPK126084 1274 660 840 1210 356 0.36 1500 

V400-FPK069084 674 960 840 610 656 0.17 1500 

V400-FPK129084 1274 960 840 1210 656 0.37 3000 

V400-FPK189084 1874 960 840 1810 656 0.57 4500 

Technical Specifications 

NB: Models with I and R type filtration are 960mm high. 

Filter Options 

Classification Filters Classification Filters  

 Pre Final  Pre Final 

A—Non sparking Dusts - G4 E– Low Volume Fume G4 Carbon 

F—Fine Dusts G4 F7 J– High Volume Fume G4 Carbon 

B—Very Fine Dusts G4 F9 R– Special Duty Fume G4 Carbon 

L—HEPA Filtered G4 H13 C– Dust and Light Sparks Spark M6 


