VODEX

FUME & DUST EXTRACTION

KEY
FEATURES

e Easy to install/maintain
e Low noise level
e Filter Block Indicator

¢ Solid industrial steel
construction

e Bag Filters will capture a
mix of waste produced by
different equipment and
materials

e Manual shaker filter
cleaning system

e Collection tray for dust
(94 L capacity)

e 230V or 415v Supply
options

e Made in the UK
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Vodex Ltd

Unit 9, Claylands
Business Park Claylands
Road, Bishops Waltham
Southampton, SO32 1QD

Email: sales@vodex.co.uk
Web: www.vodex.co.uk
Tel: 01489 899070

VX-WWS2 Wood Dust Filter Unit

The WWS2 Dust Extractor has been designed spe-
cifically for use with machines that produce bulk
waste, such as planers and wood lathes. However,
its versatile design and good collection capacity
make it a solid choice for many other applications.

The WWS2 has low noise characteristics for use
within i.e. a classroom and is designed for use with
coarse dusts, hence the large collection bin
capacity and the comparatively low footprint area
of the machine.

This system contains one needlefelt Terylene bag
filter with manual shaker system, allowing waste/
dust to fall into the large 94 L collection bag/bin be-
low. An EPA after filter (E10/E11 Grade) fine filter
can be added on the rear if required.

The unit is provided with one port (100 or 120mm
dia). Additional ports available on request. Can be
fitted on the left or right hand side.

For potential ATEX applications please contact the office for advice or more

information.

Fan Motor

Filters

WWS2 in use

0.75kW 230v/1/50 (7A) or 3 Phase 415/3/50. (2.5A)

1Tubular Bag - Terylene Needle Felt (E10/ET1 after option)

Dimensions/Weight

Filter Cleaning

600mm (W) ¢ 600mm (D) x ~1500mm (H) - 132Kg Approx.

Manual Agitation (auto shaker optional)

Waste Collection

Bulk Bin + Bin Liner 94L—Filter Area 1.5m2

Explosion Area

Top of Cabinet/Vent Area

Fan Inlet

Airflow/Pressure

1x120mm or 2 x 100mm dia (left or right)

~ 400 m3/hr @ 1000 Pascals (10 mbar)




