
 Powerful             

downdraught          

extraction with 4 

stage filtration 

 Optional turntable can 

hold & allow rotation 

of products at        

optimum angle. 

 Optional Component 

Holders assist             

refinishing any other 

items & parts 

 Operates from Single 

Phase 230v power 

supply via 32 amp 

socket - RCD 

(residual current    

device) must be fitted.  

 Rotary Turntable    

option for easy       

access to un-sprayed 

areas 

 High sided cowling 

maximises fume     

extract efficiency & 

vortex airflow around 

the booth 

 Painted Steel        

Construction with a 

950mm wide spray 

aperture.  

 Can be vented       

externally if required 

via 150mm duct outlet 

A Portable Spray Booth - for varnish, paint and organic chemical fumes... 

This spray booth is designed to extract fumes associated with small components refinishing 

processes i.e. requiring the application of 150ml or less - Isocyanate free products.  
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TECHNICAL INFORMATION  

Dimensions : Base Unit H: 0.9m W: 0.7m D: 0.7m                                                      

(with Top Spray section H: 1.8m   W: 0.9m D: 0.7m)    

Weight: >85kg.    Noise: 73 dBA  

Power: 230v single phase power 13A  

Fan: Units 1 x 0.25kw 3,500 m3/hr design volume  

Filters supplied: 

 Synthetic 25mm pre-filter medium  

 Panel Pleat efficiency >97% Grade G4  

 Panel Pleat efficiency >97% Grade G7  

 Activated Carbon V12 Granular 207c The carbon filter will absorb vapours and 
odours from compounds such as: Styrene, Alcohol, Toluene, Benzene, Acetone, 
Camphor, Kerosene, Xylene, Naphthalene, Nicotine and Phenol  

 
Automatic Filter Monitoring: Electronic pressure differential switch with high visibility 

red warning light  

Controls: Power on/off switch & indicator light. Switches/Junctions rated IP65  

Exhaust Outlet: 150mm side exhaust round spigot at lower right side of base.  Exhaust 

to rear face (can be ducted if required)  

Optional Equipment: Small Turntable & Component Holder Kit , Alloy Wheel Rack, 

Castors  

Vodex will not be liable for any damage to the unit resulting from its incorrect use. This includes its use with blocked,      

damaged, incorrect or missing filters. We recommend that users ensure they are at all times familiar with, and meet, their 

obligations under current Health & Safety, COSHH & Environmental Regulations affecting the use of this extract unit in their 

working environment. This may include requirements to record regular routine and annual maintenance checks, testing & 

repairs as and when they occur.  

Optional “Twin” top shown with cross sup-

ports and rollers for use when spraying alloy 

wheels.  


